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9-pin, serial impact dot matrix

7x9/9x9

40/420r33/35

1.2 (W) x 3.1 (H) /1.6 (W) x 3.1 (H)

95 Alphanumeric, 48 International, 128 x 12 Graphic,
Traditional / Simplified Chinese

17.8 /16 cpior 14.5/ 13.3 cpi

RS-232, Bi-directional parallel,

Dealer option: USB, 10 Base-T I/F

4 KB or 40 bytes

4.7 Ips (at 40 columns, 16 cpi), 6.0 Ips (at 30 columns, 16 cpi)
Roll paper: 57.5 + 0.5, 69.5 + 0.5, 76.0 + 0.5, (W) x dia. 83.C
One original and one copy

ERC-38 (Black, Black / Red)

Black: 3,000,000 characters

B/ R: 1,500,000 characters (Black) / 750,000 characters (Red)
AC adapter (included)

Approx. 31 W

2 drives

MTBF: 180,000 hours

MCBF: 18,000,000 lines

Type A: 160 (W) x 286 (D) x 157.5 (H)

Type B: 160 (W) x 248 (D) x 138.5 (H)

Type D: 160 (W) x 248 (D) x 138.5 (H)

Type A: 2.7 kg, Type B: 2.5 kg, Type D: 2.3 kg

VCCl class A, FCC class A, CE marking, AS / NZS 3548 class B
Exclusive AC adapter (included)

Near-end sensor

Wall-hanging bracket WH-10

UL/CSA/EN



